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| 4 USE LeBARON CAT. NO. LC244 OR EQUAL
MANHOLE COVERS TO BE MARKED

"SEWER" OR "DRAIN" AS APPLICABLE

USE LeBARON CAT. NO. LF244 OR EQUAL

SQUARE FRAME AND GRATE

NOT TO SCALE

3/4" CHAMFER
GUTTER LINE \
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SENERAL NOTES: lo" RADIUS

ALL PRECAST CURB TO BE RIDOT STANDARD.

1.

2. MINIMUM LENGTH OF STRAIGHT OR CIRCULAR FILLER PIECES TO
BE 4'-O".

3. EXPOSED SURFACES TO HAVE A SPONGE FLOAT FINISH,

4. CIRCULAR CURB IS REQUIRED FOR CURVES WITH A RADIS OF 160 FT.
OR LESS. STRAIGHT CURB TO BE USED FOR CURVES WITH A RADIUS
GREATER THAN 160 FT.

PRECAST CONCRETE CURB

NOT TO SCALE
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I 1/2" SURFACE
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MANHOLE FRAME AND COVER

NOT TO SCALE
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6" SAND BEDDING

UTILITY PIPE

NOTES:

6" SAND BEDDING

1) FINISH GRADE MATERIAL VARIES (SEE SITE PLAN)
2) COMPACT ALL BACKFILL IN &" LIFTS
3) SUBSTITUTE PEA STONE BEDDING FOR SAND

BEDDING UNDER WET CONDITIONS

UTILITY TRENCH DETAIL

NOT TO SCALE

WIDTH VARIES - SEE SITE PLAN

4" CONCRETE 6 x 6/l 4 x
(SINGLE POUR) 1 W4 WAF.

2y

3/8" x 3/86" JOINT
SEALANT (TYP)

3/8" THICK PREMOLDED
JOINT MATERIAL (TYP)

'

N 2

CONTROL. JOINT
(MAXIMUM SPACING - 6 FEET ON CENTER)

EXPANSION JOINT
(MAXIMUM SPACING - 24 FEET ON CENTER)

1—1/4' RADIUS HAND TOOLED JOINT

CONCRETE SIDEWALK DETAIL

1 1/2" BIT. CONC. SURFACE COURSE
2" IN CUL-DE-SAC

NOT TO SCALE

WIDTH AND SLOPE VARIES

(SEE SITE PLANS)

I 1/2" BIT. CONC. BASE

CONCRETE TO BE 4000 PSl. @ 28 DAYS

8"|—2-0'—8"|—

FRAME ¢ COVER

FINISH GRADE

ADWST TO GRADE

FINISH GRADE CEMENT MORTAR (TYP) WITH BRICK COURSES
ADWNST TO GRADE W BRICK o &' CONCRETE
COURSES AS REQ'D. INSTALL A SLAB TOP WITH
o | COURSE MINIMUM +\ "0 RING GASKET
SECTION |1 \q - 1]
ECCENTRIC CONE 1, STEEL REINF. COPOLYMER JOINTS SEALED W RUBBER X H N STANDARD
. POLYPROPYLENE PLASTIC GASKETS CONFORMING TO THE . 40— | RISERS
] STEPS CONFORM TO LATEST LATEST ASTM C443 SPEC. . (12,3 ¢ 4)
RISER SECTION |} ASTM C418 SPEC. (TYP) | T |
0" THRU 4-0" | { STEEL REINF. COPOLYMER 11 12vrer) !
_ \ ;_\——JOINTS SEALED W RUBBER POLYPROPYLENE PLASTIC 3 I :
| = | GASKETS CONFORMING TO THE STEPS CONFORM TO LATEST ~\{ |
i LATEST ASTM C443 SPEC. ASTM C418 SPEC. (TYP) AN BRICK TABLE FOR
= : ;,q 1)l / SEWER INSTALLATIONS
BASE SECTION  [{] 1 |
26" THRU 4'-6" (1= BRICK TABLE FOR AT
| SEWER INSTALLATIONS \ 1
LA —| 1 e 1 | 2-e"
eI L BASE
R 77} 7 ——6" CRUSHED STONE SECTION
__Isl_______4|_oq______5l__
6.
: o RST G HEAVY DUTY MANHOLE
" T CLASS FRAME AND COVER -

I. REIN. STEEL TO CONFORM WITH LATEST ASTM A 185. —

2. PRECAST CONCRETE TO CONFORM WITH ASTM C418 BEDDING J—b TO FINISHED GRADE
SSPEC. FOR "PRECAST REINFORCED CONCRETE MANHOLE GENERAL NOTES: / r BRICK ADUSTMENT
SECTIONS.” _ STEEL TO CONFORM WITH LATEST ASTM A 185. T AT ESEE

3. CONCRETE COMPRESSIVE STRENGTH - 4000 PS| MINIMUM. S PRECAGT CONCRETE 10 CONFORM WITH AGTM G418 SPEC. e U

4. MANHOLE COVERS TO BE MARKED "SEWER" OR "DRAIN®, FOR "PRECAST REINFORCED CONCRETE MANHOLE SECTIONS." 1 oL & DEBRIS STOP
AS APPLICABLE. 3. CONCRETE COMPRESSIVE STRENGTH - 4000 PSI MINIMUM. "] ™ W/ ANTI-SIPHON DEVICE

4. MANHOLE COVERS TO BE MARKED "SEWER" OR "DRAIN", AS . T - SNOUT, ELIMINATOR
APPLICABLE. | or APPROVED EQUAL
MANHOLE DETAIL ALTERNATIVE MANHOLE DETAIL | ™ |
NOT TO SCALE NOT TO SCALE - L ~—— PIPE SIZE AS
- SPECIFIED
35" 5/8" x 2 /4" - 4' SUMP .
1 24" u P
=~ S —
. — ( ' . V" 8- 4' |D. B
f N 4 FiNISH i,
I s ]——4%7\ A - PR I J 1" *)_PRECAST CONCRETE
T =._; . ol t e 30 .?f f BRICK RING & ST EIER A 4 L CATCH BASIN
‘ 10“/ ok A4 5= (1 COURSE MIN) - — \ *
y o p* |=— SEAL SUMP HOLE
5/8" x 4" DOWEL o
VARIES OIL/NATER SEPARATOR CATCH BASIN
(NOT TO SCALE)
SENERAL. NOTES:
. ALL EXPOSED EDGES SHALL HAVE A 3/4" CHAMFER

2. THE TOP AND ALL EXPOSED FACE SURFACES TO I* BELOW

THE GUTTER LINE SHALL HAVE A SPONGE FLOAT SURFACE 6" BEDDING
3. NO REINFORCEMENT REQUIRED S
PRECAST CONCRETE APRON STONE PRECAST CONCRETE DROP INLET
NOT TO SCALE

S CATCH BASIN FRAME AND
GRATE (SEE NOTE 8)

| P2REPT L T At opese
&"MIN, = == (SEE NOTE 1)
L ADJIST TO 6RADE AS
CONCENTRIC |/,
CONE SECTION A REQUIRED USING RED
12" THRU 24" |1 1|~ GATBRICK
_ 2 - <___u'%n
41 PIPE OPENINGS TO BE
RISER SECTION{{ T— 1| CAST TO PLAN REQUIREMENTS
(IF REQUIRED) |1 i
7 A2 NN TOTAL WIDTH OF WALL
1 |5 ] AND PIPE OPENINGS (TYP)
BAse [ |™ . 1| —seENoTE?2
SECTION 1] ‘- B T
g pi
PRSI | | R A B
|2-sEPm1_ETansE~.a9_l : 6" CRUSHED STONE BEDDING
AS DIRECTED BY THE ENGINEER

SENERAL NOTES:

. ALL REINFORCING STEEL MIST CONFORM TO THE LATEST ASTM AIS5 AND/OR A6I5 GRADE 60.
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BIT. BERM DETAIL
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BITUMINOUS CONCRETE

PAVEME]

NT DETAIL

(NOT TO SCALE)

SEE TABLE | FOR STEEL REINFORCEMENT REQUIREMENT.

2. STEEL REINFORCEMENT FOR BASE SECTION BOTTOM SHALL BE A MIN. OF 0.2 5Q. INLINEAL
FOOT (BOTH WAYS).

3. CATCH BASIN SPECS. MJST CONFORM TO THE LATEST ASTM €418 SPEC. FOR "PRECAST REINFORCED

CONCRETE MANHOLE SECTIONS"

4. MONOLITHIC BASE SECTION TO BE ONE POUR.

5. ANY NECESSARY ADJSTMENTS DURING CONSTRUCTION HILL BE DONE BY SAW-CUTTING AND/OR
CORING ONLY. NO JACKHAMMERS, HAMMERS, CHISELS OR PNEIMATIC TOOLS WILL BE ALLOWED.

6. CORBEL MADE OF RED CLAY BRICK WILL BE PERMITTED FOR THE "CONE SECTION® OF THE
CATCH BASIN ONLY.

7. ALTERNATE SLAB 15 STEEL REINFORCED TO MEET OR EXCEED H-25 LOADING

8. A PRECAST CONCRETE APRON STONE WITH A 3 FLANGE CATCH BASIN FRAME AND 6RATE MAY
BE REQUIRED (SEE SITE PLAN).

TABLE |
CIRCUMFERENTIAL

CATCH BASIN | »p» "

DIAMETER 'D° A" | B STEEL REIW
4-0" 5" | 6 0.2 5Q. INAINEAL FT.
5-0" 6 | T 0I5 SQ. IN/LINEAL FT.
6'-0" T | 8 0.5 SG. INLINEAL FT.

* FOR LONGITUDINAL (VERTICAL STANDING)
REINFORCEMENT REFER TO ASTM C478 ITEM &.1.2

PRECAST CONCRETE CATCH BASIN DETAIL

NOT TO SCALE
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